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Design Principles

1. Layout

a. Function

b. Height, width, length, type

c. Accessibility
2. Materials

a. Structure, face, edges, hardware, other
3. Details

Resources:
e Architectural Woodwork Quality Standards, Illustrated, Architectural Woodwork
Institute; Reston, Virginia 8th edition.
e Architectural Graphic Standards for Residential Construction, Janet Rumbarger
(ed.), Hoboken, New Jersey: John Wiley & Sons, 2003.

e Woodwork Institute

O http://www.wicnet.org
e www.mirekonline.com (Cabinet Styles)
e http://www.cms.hhs.gov/EducationMaterials/Downloads/Security101forCovered

Entities.pdf (HIPAA)

12" OT REGULATED

18"-36" TYPICAL

FROM "ARCHITECTURAL
WOODWORK QUALITY
STANDARDS," 7TH ED., 1997, P. 130

44" - 54" REACH LIMITS

18"

24" (VANITY 22 1/2")

24" (VANITY 22 1/2") g
3/4" -1 1/2" J
TYPICAL 3i4" -1 172"
- TYPICAL
v

NOT REGULATED

I

il

24"

21-22 1/2" TYPICAL

1
15" OR L 1/4
TL
I
3
NOT REG%LATED
1
e
12
—

21-22 1/2" TYPICAL
ffffff R

42", ADA 34" CUTAWAY

STANDUP 36", SIT DOWN 30",

VANITY 31", SEWING/TYPING 26"

24%" KNEE SPACE

T

541
E

STANDARD CABINET
DIMENSIONS

27" KNEE SPACE

SIDE REACH 34", VANITY 34" SINK RIM

|

NOT REGUL/‘\TED

NOT REGULATED

ADA COMPLIANT
CABINETS

30" TYPING

26" TYPING

1.
243

RECEPTION COUNTER




